
Your model number is determined by your specific needs. Choose options below. 

How to build the model number: 

Sealing material  

Element type 07CFS = 0.1 micron coalescer fluorocarbon
07PI = 0.1 micron particulate inorganic
07PF = 0.1 micron particulate fluorocarbon
11PF = 0.1 micron particulate fluorocarbon

SS10A = 10 micron stainless steel
SS100A = 100 micron stainless steel
XX = no element

Mounting bracket accessory Vertical part # = 90-509-SS-V                          Horizontal part # = 90-509-SS-H 

Port configuration* 2/1 = 3 port (2 outer, 1 center) 4/1 = 5 port (4 outer, 1 center) 3/2 = 5 port (3 outer, 2 center)

How to build the replacement filter element number: 

Element type

    90             5                  5 

Port configuration*
Sealing material
Element type

0 = Viton® 1 = Kalrez® (other materials available upon request)

 91                                            SS 

*Port
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      We cannot recommend specific sealing materials due to the complex nature of sample stream compositions. Temperature and pressure also may be factors.                        
      Unless specified otherwise, the product will ship with our standard sealing materials and materials of construction stated in the technical specifications section 
of the corresponding Product Sheet.         Please refer to www.dupontelastomers.com for sealing material recommendations and advice. It is the user’s 
responsibility to specify the sealing materials and other materials of construction for their application. 
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