
How to build the model number: 

Membrane type
Outlet pressure range

Sealing material

Your model number is determined by your specific needs. Choose options below. 

Membrane type  0 = No membrane 6 = Type 6/BTU

Outlet pressure range (psig) 00 = 0-25    01 = 0-50    02 = 0-100    03 = 0-250   P4 = 0-500    09 = 0-10
7= Hi-Flow Backed

Sealing material  0 = Neoprene (other materials available upon request)

Regulator outlet port
Probe housing length

Probe housing length (L)  11, 14, 16, 19, 22, 24, 27      inches

Regulator outlet port 4 = 1/4” FNPT

   GPRiL           2    0                SS            

Membrane replacement Part # GP-506           (contains 5 membranes per kit - sold separately)
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      We cannot recommend specific sealing materials due to the complex nature of sample stream compositions. Temperature and pressure also may be factors.                        
      Unless specified otherwise, the product will ship with our standard sealing materials and materials of construction stated in the technical specifications section 
of the corresponding Product Sheet.         Please refer to www.dupontelastomers.com for sealing material recommendations and advice. It is the user’s 
responsibility to specify the sealing materials and other materials of construction for their application. 
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Part # GP-CMA-506      (contains 2 complete assemblies - sold separately)

Baseplate option

Baseplate option Blank = 1 1/2” NPT                          2 = 2” NPT


