
Maximum pressure rating Stainless Steel  1,000 psig
Polypropylene  50 psig
Kynar   50 psig

Maximum recommended  Lowest possible pressure consistent with application*

 

supply pressure *Must not exceed “Pressure rating” listed above   

 Maximum temperature   185 °F (85 °C) for Type 6/BTU membrane
212 °F (100 °C) for Hi-Flow/Hi-Flow Backed membrane*
*Applies to Polypropylene & Kynar housing
302 °F (150 °C) for Hi-Flow/Hi-Flow Backed membrane*
*Applies to Stainless Steel housing

Maximum recommended 
membrane flow rate

1,440 cc/min for Type 6/BTU membrane* 
5,000 cc/min for Hi-Flow/Hi-Flow Backed membrane* 

(For higher flow rates contact the factory)

Port sizes  Inlet, Outlet, & Bypass: 1/4” female NPT

Internal volume Inlet: 0.30 cubic inches
Outlet: 0.09 cubic inches

 
  
  

 
 

 

Wetted materials  Machined parts : 316 stainless steel / NACE compliant

 

 All other metal parts: stainless steel / NACE compliant
Sealing material: Viton® standard 
Membrane: Inert

  

*Maximum flow results in approximately 2 psi membrane 
  differential pressure


