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Installation and Operation Instructions  

GPRiL GPiL 

Revision 02.2011  

MAWP 3500 PSIG = 4:1 safety factor 

MAWP 2000 PSIG > 4:1 safety factor 
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ñGPiL and GPRiL Probes are manufactured in many different lengths.  

A GPiL or GPRiL probe should never be installed in any other housing 
than the one that was originally supplied with it.   The parts are sold 

together as one unit and they should remain together as one unit.  As 

of May 2008, the probes and housings are identified by matching 
serial numbers.  For example, if the probe serial number is 12345 -1, 

then the housing serial number is 12345 -2.  Furthermore, the exterior 

of the probe and housing are both clearly marked with the insertion 
depth.   For example, ñ14ò is marked on the probe and ñ14ò is marked 

on the housing.   However, due to improvements over the life of this 

product, we do not recommend that any ñ14ò probe be matched with 
any ñ14ò housing unless the serial numbers match. ñ 
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The GPRiL GPiL  is designed to extract a representative 
sample from a gas source, even when there is entrained 
liquid present.  The GPRiL GPiL  removes liquid from 
natural gas inside the pipeline at pipeline pressure and 
temperature conditions.   

Å Installs through a full -opening ball valve in pipelines 
pressurized up to 3500  PSIG.  

Å Retractable probe for easy access to membrane  

Å A reusable installation tool installs or retracts housings at 
multiple locations  

Å Available in a wide range of insertion lengths  

Features of the GPiL  

Å A 3/8ò socket and ratchet is preferred for the 27ò and 36ò  

probe, however a wrench will suffice.  

Å A 5/16ò socket and ratchet is preferred for the 54ò and 74ò 
probe, however a wrench will suffice.  

 

Tools Required  

4 

*Some models may not be equipped with a Drive shaft or Drive shaft assembly  
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The GPiL Housing can be installed 

into or removed from  pipelines 

pressurized up to 3,500 PSIG.  A 

single GPiL Installation Tool is 

used to  

mechanically insert or retract the 

Housing . 
 

Once the installation is complete, 

the tool is removed and can be 

utilized at a  

separate location. 
 

The Housing is installed by use of 

the GPiL Tool through a 1 İò Base 

Plate which is installed onto a 1 İò 

Ball Valve.  

(Minimum ID of Ball Valve = 1.50ò) 

If applicable: Below ground lower ball 

valve must be a 1 İò full-open also 

Overview of Housing & Tool 
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Tool is for  

36ò-74ò Housings 

45ò,63 or 83ò 

Some models 
may not be  
equipped with a 
Crank Shaft 
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If applicable: The lower below ground ball 
valve must be closed.  

Install the Base Plate onto a full open ball 
valve (min. ID = 1.50ò) 

The ball valve and both Base Plate Valves 
should be closed. (Valves Fully Clockwise) 

Apply thread sealant to the Base Plate NPT 
threads (Nickel impregnated Teflon tape 
reduces the tendency of galling, and it eases 
installation.) 

Use the wrench flats to tighten the Base 
Plate.  Apply the wrench to the side of the 
Base Plate opposite the Valves.  

Caution: Do not damage the Valves 
when installing the Base Plate. 

Step #1 Installing Base Plate 
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Be sure that only 1 İò NPT or larger fittings are 

used between the pipeline and the ball valve.  

CAUTION:  

Use of reducers, small pipe or fittings less than  

1 İò NPT will cause damage to the Housing and  

prohibit the installation.  

Internal diameter of any pipe component must be a 

minimal diameter of 1.50ò. 
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Ball Valve and Base Plate Valves  

remain closed. 
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Step #2 Locate the Insertion Adapter  

Unthread the Housing Guide from the bottom of 

the Tool and remove any packing from the 

Installation Tool. Locate the box that contains the 

gauges, the Insertion Adapter and magnets. 

 

Choose the gauge that will best fit your pipeline 

pressure application.  

Magnetic 

Indicator  Housing 

Guide  


